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4 Description
Bernier designed the POW connectors specially for equipments asking high current supply in harsh

environments.

¢ Applications

Radar systems
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¢ Contact Technology

The patented contact line UltraPowerLink@ used in POW connectors presents Mechanical and Electrical
characteristics allowing the power supply of equipments working under severe conditions and with many
connections. The UltraPowerLink@ line was developped to optimize electrical contact. With a contact sur-
face equivalent to the cable cross section and a low connexion effort, UltraPowerLink@ is the best solution
to bring together toughness and high current rating use.
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Tested in 1 pole POW connector (De-rating)

: : Max Current rating (A)
m Insertion force (N) Contact resistance (mOhm) (@ Ambient temperature +50°C)
1 50 100

0.16
2 70 0.07 500
3 130 0.05 1000

UltraPowerLink@ caracteristics allow system performance improvement integrating also the IP2X «Finger
protection» for user. It opens to the POW connectors many possible applications and environments.

¢ Current rating

UltraPowerLink@ contacts and POW connectors can be used in systems using power supplies
from 100A to 1000A following configuration.

4 Connector technology

The metallic and watertight shells complete to bring the necessary toughness for the required reliability.

¢ Development

POW connectors are appreciated for their flexibility to fit customer specifications.

Our Design team is able to propose versions answering to your needs. Reinforcements can be applied
in case of use in harder climatic, ergonomic and electromagnetic conditions.

Caps and backshells can also be improved to bring a better ergonomics on your configuration.

po——————————— N\ N\
Série POW- Version 1.0 - JUIN 2016 x Page 3
llllg}////




afag

Qualité

Catalogs Ask for our other catalogs :

CMALD Serie

Push-Pull / Quick-Releasable Connector /Push-Pull and k-Releasable Connector Compact Quick-Releasable Connector

For an optimum data transfer in .- Toughness and reliable high speed data ...fora rabust and srgonemis.
harsh snvironments ! trapser in sma)l dimensions ! .- Toughness and Ergenomics allies with high speed data connexion !
ahigh contact density configuration !

Push-Pull Connector

1l —TT—
BERNIER el BERNIER BERNIER BERNIER

PAM Serie 55116 Serie 221 Serie POW Serie
Bayonet Connector Bayonet Connector Quick-Releasable Connector Power Connector
the good connestien for The Crypto and Easy use and communication
Your tactical squipsments ! Audio communication standard | reliabilty in operation !
'
BERNIER BERNIER BERNIER BERNIER

JCC Serie

Jack Connector.

360L6 Serie
Avionic Connector

2

. the best connecfion for On Board
communications |

B600 Serie

Quick-Beleasable Connector

6;/“

Secure gonpssion for light
yehicyles !

U Serie

2z O

Y L *

Fora basic but secured connection on .. The Toughest solution for audio
communication equipments | applications |

BERNIER e BERNIER

BERNIER

BERNIER

CCF700 Serie

Coaxial connector

O%

Relays

H .+ PC16 « MTD

_s

BERNIER Services

Hexagonal Connector Solutions » Operations « Products

Rt 4

=
- the suitable conpectarfor cockpit ﬂ .. suitable for command signals ! Innovation and Technologies The right solution for the command of
squipments ! knowledas for your prolect solution ! ElestricalPower systems |

BERNIER BERNIER BERNIER BERNIER

Find more on

www.bernier.tm.fr

This catalogue and its content are BERNIER property, all rights reserved
All information contained in this catalogue can be changed without prior notice
Dimensions in mm

BERNIER Relais et Connecteurs 2 rue du Languedoc 91220 BRETIGNY SUR ORGE FRANCE
Tel : 33 (0)1 60 84 21 40 Fax : 33 (0)1 60 84 43 81 info@bernier.tm.fr B E RN I E R



mailto:info@bernier.tm.fr

