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PRESENTATION 
Raccord avec moletage, coudé à 90° MMC RCBC-*, nécessitant un montage avec 
collier métallique et gaine thermorectactable ou surmoulage (non fournis).
Il se monte sur toutes les fiches type 5 et prolongateurs type 1&3 de la famille BERNIER
MMC. Le coude peut être orienté par angle de 45°.

MATIERE ET FINITION 
Corps : Alliage d'aluminium finition noire
Bague de serrage : Acier inox finition noire.
Circlip : Acier inox.
Pièce de maintien : Thermoplastique. 

ACCESSOIRE
Clé de serrage  : MMC CGA02
Couple de serrage : 6N.m

Masse :  13g max

* Autres diamètres possibles, nous consulter.

PRESENTATION
Elbow at 90° backshell with knurling MMC RCBC-*, requiring assembly with metallic
band and heat shrink sleeve or overmolding (not supplied).
 It can mate on all plugs type 5 and cable extensions type 1&3 BERNIER MMC line. The 
elbow part can be oriented by 45° steps

MATERIAL
Shell : Aluminium alloy with black plating.
Tightening ring : Aluminium alloy with black plating.
Circlip : Stainless steel.
Fixing part : Thermoplastic.

ACCESSORY
Tightening Key : MMC CGA02
Locking torque : 6N.m

Weight  : 13g max

* Other diameters are possible, please contact us.

NOTICE TECHNIQUE
DATA SCHEET

MMC RCBC-*

MMC         RCBC    -                                    55 

 : MMC RCBC-55EXEMPLE REFERENCE COMMERCIALE 
EXAMPLE PART NUMBER                        

TAILLE*
SIZE* ØA ØB ØC ØD

35 3.5 6 9.9 7.5

45 4.5 7 10.9 8.5

55 5.5 8 11.5 9

65 6.5 9 12.0 10

85 8.5 10.9 13.5 11.5
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